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GENERAL NOTES:

THESE DETAILS ARE PROVIDED FOR HIGH TRAFFIC
VOLUME PRIVATE ENTRANCES TO COMMERCIAL

SITES AND THE LIKE, IN LIEU OF STANDARD
DRIVEPADS.

CONSTRUCTION NOTES:
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PRIVATE ENTRANCE

INCLUDE QUARTER POINT ELEVATIONS. SEE STD.
DETAIL DWG. 2420.

WHERE INTERIOR SIDEWALK CONNECTIDN IS TO BE
PROVIDED CONSTRUCT CURB A ESS RAMPS AS
PER. STD.DETAIL DWG52418 & 24

INITIAL GRADE TO BE 4% OR LESS WHEN CON-
NECTING TO COLLECTOR OR ARTERIAL STREETS.

6% ORr LES S WHEN CONNECTING TO LOCAL
STREETS

INCLUDE ELEVATIONS AT EACH END OF CURS
RETURN AND INTERSECTIONS OF PROJECTED
FLOWLINES. SEE STD. DWG. 24 20.

AT PROPERTY LINE, CONSTRUCT HEADER
CURSB. SEE STD. DWG 2418

IF SIDEWALK 1S AGAINST CURB, THE SIDEWALK
SHOULD BE TRANSITIONED TO XEEP THE CURB
ACCESS RAMP IN THE LOCATION SHOWN

6. 1/2" EXPANSION JOINT MATERIAL.

THEORETICAL FACE OF CURE OR FLOWLINE
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REVISIONS

1/91
11714/9!
4/4/94

PAVING
PRIVATE ENTRANCE DETAILS -
ILLUSTRATING TWO SEPRATE R/W
CONDITIONS.
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